www.gentechgenerators.com.au

No longer will you have to hire a work safe generator when you need portable power on the
work site. Gentech offers the complete hire package for you to own.
Packed full of features these units are perfect for the roaming tradesman.

Honda Engine Reliable and long lasting recoil start petrol engine

RCD Protected outlets Weatherproof and work safe approved

NSM Alternator With less than 6% harmonic distortion to run electronic equipment and tools

Newly Designed Frame Designed to be strong and resilient

Centre Point Lift Makes lifting by crane or forklift easy

Extendable Handles 2 handles that retract into the frame when not in use and pull out so that you can
wheel your generator around with ease.

Raised Wheel Kit 2 wheels that only touch the ground when you need to wheel the generator
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EP3400HSR-RCD EP8000HSR-RCD EP8000-HIRE

4

g Rated Voltage 230V 230V 230V

+1| Frequency 50Hz 50Hz 50Hz

71| Rated Output 2700 Watts 6000 Watts 6000 Watts

% | Max. Output 3.4kVA 8KVA 8kVA

Engine Type Honda GX200 Honda GX390 Honda GX390

\;J Displacement 196¢CC 389cc 389cc

= Starting System Recoil Recoil Recoil
Size - LxWxH (mm) 650Xx460x415 900X550Xx680 900X550X680

1 DryWeight 4okg 88kg gokg

E Fuel Tank Capacity 3.1L 6.1L 6.1L

7| Operating Hrs (80% Load) 2.32hr 2.36hr 2.36hr

| Fuel Consumption (80% Load) 1.34L/hr 2.58L/hr 2.58L/hr
Noise Level (7m) 67 dbA 72 dbA 72 dbA
Brushless Alternator v v v
Auto Decompressor v v v

%l Centre Point Lift X X v

3 Extendable Handles X X v

E Levelling Feet X X v

= Low Oil Level Warning v v v
AC Plug v v v
Transportation Kit X X Standard w/wheels
Worksafe RCD Protected Outlets Vv v v

Victoria: Head Office New South Wales Queensland North Queensland Western Australia South Australia
59 Export Drive Unit 2/1040 Canley Vale Road Unit 2/55 Christensen Rd Unit 19/547 Industry Park Unit 8/235 Camboon Road Ph: 0417 592 530
Brooklyn VIC 3012 Wetherill Park NSW 2164 Stapylton QLD 4207 547-593 Woolcock St Malaga WA 6090 Email: bnicholas@wellcross.com.au

Ph: +61 3 9316 9799 Ph: +61 2 9757 5800 Ph: +61 7 3386 2400 Mount Louisa, Townsville, QLD 4814 Ph: +61 8 9248 2955
Fax: +61 3 9314 0909 Fax: +61 2 9757 5899 Fax: +617 3386 1241 Ph: +61 7 4774 6331 Fax: +61 8 9248 2933
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